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DESCRIPTION OF RIGHT—OF—WAY

A 40 feet wide permanent right—of—way over portions of Section 25, Township 1

South, Range 5 West and Sections 30 and 31, Township 1 South, Range 4 West of
the Uintah Special Base and Meridian, with the width being 20 feet on either side of
the following described centerline;

Thence South 85°57°58"
Thence South 01°42°56"

Commencing at the Northeast Corner of the SE1/4 of the SE1/4 of said Section 25;
Thence South 44°13'44” West 47.31 feet to the TRUE POINT OF BEGINNING which is
on the West right—of—way line of a county road;

Last 137.10 feet; Thence South 00°19°02" East 195.04 feet;
East 259.59 feet; Thence South 04°12°27" East 240.69 feet;
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THE BASIS OF BEARINCS IS GEODETIC NORTH DERIVED FROM G.P.S. OBSERVATIONS
AT THE 1/4 CORNER LOCATED AT LAT. 40°21'06.84314'N AND LONG.
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CONTROL NETWORK MAINTAINED AND OFPERATED BY THE AUTOMATED GEOGRAPHIC Q) q]

REFERENCE CENIER

COUNTY SURVEYOR'S FILE NO. 3] 74/

/\ JERRY D. ALLRED AND ASSOCIATES
VAN

SURVEYING CONSULTANTS

1235 NORTH 700 EAST——BOX 975
DUCHESNE, UTAH 84021
(435) 738-5352

REV 12 DEC 2016
28 NOV 2016

12=121=-367

I

S———
o




